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24" DIAM. C.l. GRATE & FRAME ALHAMBRA FOUNDRY A-1200
OR APPROVED EQUAL. ADAPT AS REQUIRED FOR 'V GUTTER
AND CURB & GUTTER INSTALLATION. SET RIM TO GRADE WITH
PRECAST RISERS.

—SF———————————u=COMPACT BACKFILL TO 90% MIN. WITH TOP 12" COMPACTED

NOTES:

T | T0 95%.
= 48" DIAM. PRECAST MANHOLE CONE
— 6" PVC DOWN DRAIN WITH FILTERED COLLAR PER DETAIL BELOW

6" DOME TYPE GRATE ON INLET
g PRECAST REINFORCED CONC. SLAB

;

|

4" CONCRETE SLAB (POURED IN PLACE) EXTEND 6" INTO

15’ MIN.
W/ 48" DIAM. RINGS

[

UNDISTURBED SOIL (CLASS 560-C-3250 CONCRETE)

|

48" PRECAST PERFORATED CONCRETE RING

=1 12"

—[||= MN
1= 17 70 1 1/2" WASHED ROCK A NON-WOVEN FILTER FABRIC
= PER SEC. 88-103 CAL. STD. SPEC. SHALL BE USED BETWEEN
q=I= THE WASHED ROCK AND UNDISTURBED SOIL

=

I=I1E

=1=]

Ll 1" T0 1 1/2° WASHED ROCK ON
UNDISTURBED SOIL A MINIMUM 12" THICK

¢+ ALL JOINTS ABOVE THE LEACHING AREA SHALL BE MORTAR SEALED INSIDE AND OUT.
+ THE SURFACE AREA FOR PERCOLATION MAY BE THE OUTSIDE AREA OF THE GRAVEL (6.5' DIAM. TYP.)
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(2) 6"PVC ELBOWS TO MAKE "U” SHAPE PRESSED TOGETHER
BUT REMOVABLE FOR CLEANING
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6" DOME TYPE GRATE ON INLET

6" PVC PIPE WITH 1" PERFORATIONS DRILLED @ 2"+ 0.C.
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12" MINIMUM
VARIABLE DEPTH
PER PLAN

WRAP PERFORATED SECTION WITH FILTER FABRIC
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THEN WRAP FABRIC WITH PROTECTIVE LAYER OF
ALUMINUM WINDOW SCREEN, OVERLAPPED AND HELD
IN PLACE WITH ADJUSTABLE BAND CLAMPS.

o 4" PRECAST REINFORCED CONC. SLAB PER ABOVE

EPOXY PIPE INTO PRECAST CONCRETE

DRYWELL AND FILTERED COLLAR DETAIL
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